
46IGq Series Thin Clients

The 10ZiG 46IGq Thin Client Series is an ultra-compact, entry-level value class endpoint that is 
customized to be preloaded with IGEL OS. Its space-saving design is perfect for remote set-ups 
including working from home. The fanless, Quad Core build is equipped with an Intel Braswell 
processor with HD graphics. Ideal for task or business workers, this small form factor is supportive of 
VMware, Citrix, Microsoft, Parallels, Amazon WorkSpaces, and more. Backed and guaranteed by the 
10ZiG 3-Year Advance Replacement Warranty.

Model Numbers:
46IGq-2800

46IGq-2803 (wireless)

Industry Leading Endpoint for IGEL OS

► Intel Braswell x5-E8000 Quad Core 1.04GHz (2.0GHz Burst)

► 2 x DisplayPort (3840 x 2160) @ 30Hz

► 2 x USB Port 2.0, 2 x USB Port 3.0

► RJ45 LAN Support 

► TAA Compliant

► Optional Wireless (Dual External Antenna)

► Supports VESA Mount and Kensington Lock 

► Supports IGEL OS Management
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System

Management IGEL OS

RAM Std: 2GB, Max: 8GB

Storage Std: 8GB, Max: 256GB

Processor Intel Braswell x5-E8000 Quad Core 1.04GHz (2.0GHz Burst)

Processor Graphics Intel HD Graphics 

Dimensions

Device 4.9" (D) x 5.1" (W) x 1.3" (H) in.

Weight 1.98 lbs. (0.9 kg.)

Connections

Ports on Device 2 x DisplayPort, 2 x USB Port 3.0, 2 x USB Port 2.0, 1 x Mic-In, 1 x Line-Out, 1 x DC Jack

Video Resolution 2 x (3840 x 2160) @ 30Hz

Networking

Wireless Optional (802.11 a/b/g/n/ac External Antenna)

Ethernet 10/100/1000 Base-T, RJ45 LAN 

Environmental

Operating Temp. 32° - 95° F (0° - 35° C), 20-80% non-condensing humidity

46IGq Series Thin Clients

1. USB 2.0  

2. USB 3.0

3. Mic-In 

4. Line-Out

5. Power Button 

6. RJ45 LAN

7. DisplayPort

8. DC Jack

9. Antenna Hole

10. Kensington Lock Slot

Specifications
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*Optional Application may require alternative model; please speak to a sales representative to confirm.


